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A  witness  reported  that  the experimental homebuilt airplane initiated a sharp pull up with the right wing low after making a pass over
the  runway.  The airplane went inverted with the left wing coming up and over.  The airplane then "righted," descended, and impacted into
the  trees.    The  forward fuselage, engine, and cockpit were bent downward, broken open and crushed aft.  Both wings showed aft crushing
along  the  spans of the leading edge.  The fuselage aft of the cockpit showed minor damage.  The right horizontal stabilizer and elevator
were bent upward and crushed aft.   An examination of the airplane's systems revealed no anomalies.
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Accident



Brief of

 

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
the  pilot  failing to maintain aircraft control during the pull up maneuver.  A factor relating to the accident was the inadvertent stall
spin.

Accident (Continued)

Occurrence #1:         LOSS OF CONTROL - IN FLIGHT
Phase of Operation:  MANEUVERING

Findings
     1.  (C) AIRCRAFT CONTROL - NOT MAINTAINED - PILOT IN COMMAND
     2.  (F) AIRSPEED - NOT MAINTAINED - PILOT IN COMMAND
     3.  (F) STALL/SPIN - INADVERTENT - PILOT IN COMMAND
----------

Occurrence #2:         IN FLIGHT COLLISION WITH OBJECT
Phase of Operation:  DESCENT - UNCONTROLLED

Findings
     4.  OBJECT - TREE(S)

Findings Legend: (C) = Cause, (F) = Factor
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